Quick Start Guide for T=CTRONIX SYSTZMS INC,
SharkNet™ V 3.017 VET/IL SHARK

i

Metal Shark Management Software

RS 485 Setup (see rs232 quick start if not using rs485)

1. Install the Moxa CP132 card supplied by Tectronix in your hostpeiter:
a) Turn off computer and remove PC cover. - BOTH JUMPERS ON BOTH SWITCHES
b) Make switch/jumper settings on the card as \ OFF
shown in fig. 1a to the right. / -
¢) Locate a free PCI slot inside your PC and
insert the Moxa card.
d) Turn on your PC and insert the install CD PORT 1
that came with the card as the PC is booting up.
e) Follow the automatic prompts on the screen
to install the Moxa card.

PORT2 | =

2. Make settings and check com port number of the Moxa Gasdgh Windows Control Panel.

a) To get to the window shown right (fig 2a It e L L el x|
Follow this pat_h: Start\Control Panel\Syste General Port Settings | Diver | Detais |
Hardware\Device Manager\Ports\Moxa
Communications Port 1 (Com# will be unig _
to your computer. Write down the Com# fi Bits per second: | IRIZAI
Port 1) Data bits: IB |
b) Make your settings match what you see _
figure 2a shown to the right. Baiiy: [None [
Stop bits: |1 LI
Elovy contral: INone j
Advanced... I Bestore Defaultz |
3. Install SharkNET™ Software. =lolx|

a) Insert SharkNET™ software CD into your PC’s
CDROM drive.

b) If the software does not start automatically, go to
“My Computer”, click on the CDROM icon, and
double-click the file “setup.exe”.

c¢) Follow the prompts in the setup wizard. Install the
SharkNET™ program to C:\Program Files. This shou
be the automatic install setting.
d) Now that the software is installed we will make the
SharkNET™ program settings AFTER connecting the
Metal Shark detector to your Computer.

Welcome to the SharkNET Setup
Wizard
Thiz will install SharkMET 3.0.0 on your computer.

It iz recommended that pou close all other applications before
continuing

Click Next to continue, or Cancel ta exit Setup.

cons_|

See reverse for further instructions...



4. After running communications cable (see SharkNET™ maoualdble specifications), you need to

make the necessary connections at the metal detecttineandt the host computer running SharkNET ™.

a.) Connections at the detector (For one detectogtiiorking two
or more detectors, refer to the SharkNET™ manual)

*Black wire — port 25 on Shark mainboard

*White wire — port 24 on Shark mainboard

*Green wire — port 23 on Shark mainboard
*This is the color code of the cable if purchased from Tectronix.
*The green wire is the shield for the cable and should only be
connected at the detector end.
b) Connect a 120 ohm resistor between port 24 and 25.
Tectronix Systems Inc. has supplied you with this resist

¢) Connect the “Pigtail” connecto
supplied by Tectronix Systems Ir °
to Port 1 (see fig 1a) of the Moxe
Communications card.

d) Connect the black to black, and white to white
wires using the supplied screw terminals on the
“pigtail” connector.*Refer to the note about color
code in
step 4a.

5. Make the necessary settings in the Report Menu on #tell8hark control box.
a) Press the “up” key on the control pad and press “ok” o

“« meETL s AL e

open menu”.

b) Press the “up” key until you get to “Report Menu”, tipeass “ok” Q
to enter the menu.
¢) Make the settings as shown below -
Parameter Setting
PRINT SHARKNET
INTERFACE RS485
BAUD 115200
SHARKNET / 1
INSTRUMENT

6. Now you are ready to start SharkNET™ and make the apatemettlngs
a) Double click the SharkNET™ icon on :
your desktop. I JSHARKNET® settings E ol x|

b) On the menu bar at the top of the program [ General—————— - Fort setlings ok
window, click “options” and then go to "Eang:_”:ge' ;l
“SharkNET™ settings” [Enais =] e Etherst
; , Cancel

¢) Make your settings as shown to the right. N B ﬁl
Your Com Port number will be unique to your ' :

= - [ =] [cam7 ~|
Computer and you will find this number by
Following step 2 on the previous page _ AUTO-REFRESH Speed (bit/s)
d) After changing the number of units you will time ranges:
be asked to re-start SharkNET™. Restartthe | [ 40 [mirutes =] | |[115200 =]

program and your system should now be
communicating with the SharkNET™ software | Default view mode:

e) Refer to the full SharkNET™ manual for dete |Metal i/ - [ Enable TS
instructions on using the software and for ¥ Enabl=DTR
troubleshooting. Uittt [for RS485)

|5 vl mirtes

[~ Debug window




